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General Requirements for Owners or Operators with Permit Coverage 
 
The owner or operator shall ensure that the provisions of the SWPPP are implemented from 
the commencement of construction activity until all areas of disturbance have achieved final 
stabilization and the Notice of Termination (“N.O.T.”) has been submitted to the Department in 
accordance with Part V. of this permit. This includes any changes made to the SWPPP pursuant 
to Part III.A.4 of this permit. 
 
The owner or operator shall maintain a copy of the General Permit (GP‐0‐ 15‐002), NOI, NOI 
Acknowledgment Letter, SWPPP, MS4 SWPPP Acceptance form, inspection reports, and all 
documentation necessary to demonstrate eligibility with this permit at the construction site 
until all disturbed areas have achieved final stabilization and the NOT has been submitted to 
the Department. The documents must be maintained in a secure location, such as a job trailer, 
on‐site construction office, or mailbox with lock. The secure location must be accessible during 
normal business hours to an individual performing a compliance inspection. 
 
The owner or operator of a construction activity shall not disturb greater than five (5) acres of 
soil at any one time without prior written authorization from the Department or, in areas under 
the jurisdiction of a regulated, traditional land use control MS4, the regulated, traditional land 
use control MS4 (provided the regulated, traditional land use control MS4 is not the owner or 
operator of the construction activity). At a minimum, the owner or operator must comply with 
the following requirements in order to be authorized to disturb greater than five (5) acres of 
soil at any one time: 
 
a. The owner operator shall have a qualified inspector conduct at least two (2) site inspections 
in accordance with Part IV.C of this permit every seven (7) calendar days, for as long as greater 
than five (5) acres of soil remain disturbed. The two (2) inspections shall be separated by a 
minimum of two (2) full calendar days. 
 
b. In areas where soil disturbance activity has temporarily or permanently ceased, the 
application of soil stabilization measures must be initiated by the end of the next business day 
and completed within seven (7) days from the date the current soil disturbance activity ceased. 
The soil stabilization measures selected shall be in conformance with the technical standard, 
New York State Standards and Specifications for Erosion and Sediment Control. 
 
c. The owner or operator shall prepare a phasing plan that defines maximum disturbed area per 
phase and shows required cuts and fills. 
 
d. The owner or operator shall install any additional site specific practices needed to protect 
water quality. 
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This SWPPP may be amended due to changes in the project conditions. The SWPPP should be 
amended: 

• Whenever the current SWPPP requirements prove to be ineffective in minimizing pollutants in 
stormwater discharges from the site. 

 
• When there is a change in design, construction, or operation at the construction site 
that may affect the discharge of pollutants. 

• To remedy deficiencies identified during an inspection by the qualified inspector. 
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1. INTRODUCTION 
 
Regeneron Pharmaceuticals, Inc. (Regeneron) is proposing to construct a new facility to support 
their pharmaceuticals manufacturing business. The proposed Tempel Lane Campus will be 
located on a 130.71‐acre property (combined area) in the northwestern portion of the Town of East 
Greenbush off of Tempel Lane.  
 
Phase 1 of the of the Tempel Lane campus consists of a Warehouse building and a North Utility Corridor 
access road that has been previously approved and constructed.   
For Phase 2, which is currently under construction, consists of a 187,000 sf Manufacturing building surface 
parking, internal roads, water supply, sanitary sewers, stormwater management, gas, electric, 
communications, site lighting, and landscaping.   
 

For the final phase (3) an early grading SWPPP will be prepared for the construction access roads, a laydown 

area and the rough grading of the switch yard.  Early Grading is essential due to the time required for the 

construction and installation of the switchyard so Regeneron can meet the National Grid scheduled shut 

down so a connection can be made to the electrical equipment.   

Erosion control measures (sediment basins, silt fence, etc) have been designed to meet the New York State 

Standards and Specifications for Erosion and Sediment Control (Blue Book) requirements. These measures 

have been shown and detailed on the design drawings (27‐G‐1201‐D‐1 thru D3 and 27‐G‐1305‐D‐1 thru D4) 

submitted to the town for review and approval. 

The installation and use of the construction access roads will be used to obtain access to the switchyard 
area during the grading operations.  These access roads will be maintained during construction of the 
electrical equipment. The northern access road will be removed and returned to exiting conditions once 
construction in the area is deemed complete.  The western access road will be used and modified during the 
construction of the parking garage and the Lab office building.  The erosion control measures were designed 
to accommodate the modification of the western access road as construction of the parking garage and Lab 
office building are being erected. 

The laydown area that is being proposed on the North East of the property maintained for material staging, 
contractor parking, and temporary storage of equipment during non‐work hours.  This will be constructed 
and used as necessary as the construction actives intensify.  Once construction is complete the stone that 
encompasses the laydown area will be removed and the area will be returned to exiting conditions.   
 
To complete the final phase at Tempel Lane campus a 4 Story Lab and Office building (Building 27), 5 level 
parking garage (Building 47), substation, backup generator yard, surface parking, internal roads, water 
supply, sanitary sewers, stormwater management, gas, electric, communications, site lighting, and 
landscaping.  
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National Grid is to connect to the substation.  All work performed within the shown areas on the plans are 
the responsibility of Nation Grid and to be in accordance with this document to ensure compliance with 
state  law requirements, including state water quality standards, NY DEC, and the Town of East Greenbush 
may enforce its certification conditions. 
 
The Above areas lay with in Small municipal stormwater sewer systems (MS4s) that are located within the 
boundaries of a Census Bureau defined "urbanized area" are regulated under EPA's Phase II Stormwater 
Rule. This requires MS4s to develop a stormwater management program that will reduce the amount of 
pollutants carried by stormwater during storm events to waterbodies to the "maximum extent practicable". 
The goal of the program is to improve water quality and recreational use of waterways. The below 
document insures the MS4 Stormwater Program is implemented 
 
The comply with the MS4 program during Post Construction a Stormwater Retention Basin, Bioretention 
Basin, riprap apron, swales, and soil restoration will be design and installed per the NYSMDM. 
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1.1. SWPPP Team 

The SWPPP only benefits the facility and the environment when all affected parties actively participate 
in the process. This process is cyclical, starting with the development of the SWPPP, implementation  of 
the SWPPP recommendations, evaluation of  the SWPPP for currency, and  then  redevelopment of  the 
SWPPP where necessary. Since names may change over time, job titles are included for identification of 
the responsible parties: 

Operator/Owner: 
Regeneron Pharmaceuticals 

Gerald Underwood 

81 Columbia Turnpike 

Rensselaer, New York 

As  the  Operator/Owner,  Regeneron  has  operational  control  over  the  construction  plans and 
specifications,  including  the  ability  to  make  modifications  to  those  plans  and  specifications. 
Regeneron will also participate in self‐inspections conducted by BBL Construction. 

Operator/Contractor: 

BBL Construction Services 

302 Washington Ave Ext, 

Albany, New York 

The Operator/Contractor is responsible for the implementation and day to day operational control of 
activities that are necessary to ensure compliance with the SWPPP, including monitoring and 
inspections, and any necessary modifications to the SWPPP. The Operator/Contractor is also 
responsible for subcontracting certain portions of the proposed work; however, as a project 
Operator/Contractor, they are responsible for the implementation of the SWPPP in compliance with the 
CGP and best management practices (BMPs). 

 

The Operator/Contractor is responsible for ensuring compliance with the CGP  by implementing 
stormwater management and stabilization practices outlined in the SWPPP. The Operator/Contractor 
may elect to vary the construction means and methods from those outlined in the SWPPP and may also 
choose to implement alternative measures to construction the site. Alternative means employed during 
construction must be performed in compliance with the CGP and the Operator/Contractor must modify 
this SWPPP accordingly and document the modification. 
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1.2. Authorization to Inspect 

NY DEC may conduct an inspection of the facility to ensure compliance with state  law requirements, 
including state water quality standards, NY DEC, and the Town of East Greenbush may enforce its 
certification conditions. 

The Operator/Contractor shall also be responsible for providing qualified inspectors to conduct the 
inspections required by the CGP. A qualified inspector is defined as a person knowledgeable in the 
principles and practices of erosion and sediment controls who possesses the skills to assess conditions 
at the construction site that could impact stormwater quality and to assess the effectiveness of any 
sediment and erosion control measure selected to control the quality of stormwater discharges from 
the construction activity. 

 
National Grid is to connect to the substation.  All work performed within the shown areas on the plans are 
the responsibility of Nation Grid and to be in accordance with this document to ensure compliance with 
state  law requirements, including state water quality standards, NY DEC, and the Town of East Greenbush 
may enforce its certification conditions. 

 

 
1.3. Deviations  

There are (2) two deviations in the project area.  The first deviation is Basin 5B.  the Basin does not meet 
the pond buffer spacing, the design put forth that was implemented has an equivalent upstream 
pretreatment for the sheet flow, for inlet protection a forebay has been provided for all inflow points 
that meets 10% of the total WQv, riprap aprons have been installed at each pipe outlet. 

The second deviation is the Inflow approach length to the bioretention, the length exceeds the max flow 
length of 75’.  The design has increased the stone diaphragm to 2 feet width and 2 feet depth with a 
larger stone (d50 3”) to decrease the velocity before entering the grass filter strip, and the practice.  
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2. FACILITY DESCRIPTION 
 

2.1. Site Location 

The Regeneron Facility is located at 401 Tempel Lane, East Greenbush, NY 12061. It is approximately 6 
miles Southwest of Albany, NY. The site is bounded by Route 90 and route to the East, Red Mill Road 
(Route 151) to the south.  

 
Figure 1 
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2.2. Soils 

 
The Natural Resources Conservation Service (NRCS) Web Soil Survey identifies the following 
predominant soil types on the project. 

 
Soils Map Unit Symbol 

Soils Map Unit Name  Description 
Hydrologic Soils Group

BnC 
Bernardston‐Nassau
Complex 

Rolling  C/D 

HuB  Hudson Silt Loam 
Channery Silt Loam 8 to 15 
percent slopes 

D 

HuC  Hudson Silt Loam 
Silt Loam 8‐15 percent 
slopes 

C/D 

HuE  Hudson Silt Loam  Steep  C/D 

RhA  Rhinebeck Silt Loam  0‐3 percent slopes  C/D 

RhB  Rhinebeck Silt Loam  3 to 8 percent slopes  C/D 

SwA 
Shaker very fine sandy 
loam 

0 to 4 percent slopes  C/D 

TeA  Teel silt loam  0 to 3 percent slopes  B/D 

 
Per Geotechnical Evaluation the ground water elevation is to be found at approximately 25’ below existing grade 
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2.3. Proximity to Floodplain 

A portion of the property lies within the FEMA 100‐year Zone A floodplain which is located on Map 
Number 3611330004A, Panel 4 of 8. There is no FEMA Flood map for the Northern portion of the 
property, nor any planed construction activities within the known floodplain. 

 

 

 
Figure 2 
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2.4. Sanitary or combined Sewer 

The project does not discharge to a sanitary or combined sewer system. Stormwater runoff from the 
project area drains to Mill Creek  

 

2.5. Aquifer 

According to the New York State DEC EAF mapper the project site is not located over, or immediately 
adjoining, a primary, principal or sole source aquifer. 

 

2.6. Historic and/or Archeological Resource 

According to the New York State DEC, EAF mapper the project site is located adjacent to an area 
designated as sensitive for archaeological sites on the NY State Historic Preservation Office archaeological 
site inventory. 

Hartgen Archeological Associates preformed a mechanical stripping operation in January 2016 to 
investigate possible cemetery areas. No areas were discovered. A copy of the Hartgen report is included in 
Appendix E . 

A Phase 1A/1B cultural resource survey has been prepared by Hartgen Archeological Services for all areas 
where site disturbance is proposed (the Area of Potential Effect, APE). It was submitted to the New York 
State Office of Parks, Recreation, and Historic Preservation (NYSOPRHP) on for review and comment. The 
NYSHPO stating their determination that no historic properties will be affected by the proposed project, 
with a condition that their Human 

Remains Discovery Protocol be added to the plans and that a copy of the updated plans be submitted to 
SHPO.  

According to the New York State DEC, EAF mapper the project site is not located in a designated 
agricultural district. Nor does it contain a registered National Natural Landmark. The project site is not 
located and does not adjoin a state listed Critical Environmental Area. 

 

2.7. Endangered Species 

According to the New York State DEC EAF mapper the project site does not contain any species of plant or 
animal that tis listed by the Federal government or New York state as endangered or threatened. It also 
does not contain any areas identified as habitat for endangered or threatened species. 

The project site also does not contain any species of plant or animal that is listed by New York State as 
rare of special concern. However it has been notice during site walk downs that the Northern Long Eared 
Bat (which is an endangered Federal species) has been seen, special precautions with removal of trees and 
disturbance of surrounding areas need to be taken in accordance with all state and federal laws. 

2.8. Critical Areas 

According to the New York State DEC, EAF mapper the project site is not located in or does it adjoin a 
state listed Critical Environmental Area. 
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2.9. Stream Crossings 

According to the New York State DEC, Environmental Resource mapper the project site contains a 
Standard classification C stream that will be temporarily crossed in 2 locations, the first location will 
require a temporary bridge to span a designated wetland.  Abutments and sheeting and shoring will be 
used to insure the wetlands are not impacted during the construction. 

   
The second location along the stream does not have designate wetlands.  Fill material and a culvert will be 
used to insure a safe crossing and to insure the stream to flow natural. 
 
After review with NY DEC is has been determined that no Protection or Waters Permit is required for the 
temporary crossings or the construction adjacent to the classified C stream 

 
 After construction of Building 27, Parking Garage (Building 47), and Substation is complete (finish 
grading, Bioretention, landscaping, switchyard equipment installed)  the 2 crossing will be removed to the 
fullest and the areas will be returned to an “as found condition” 
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3. STORMWATER CONTROL MEASURES 
 

3.1 Construction Phasing 

Each phase of work will be carefully scheduled to minimize the potential for erosion of exposed natural 
soils. Project phasing is a major factor in reducing the risk of soil erosion and sediment transport from 
work areas. 

The total area disturbed as part of the remaining project is approximately 18.23 acres, with 9.99 acres 
(approximately 6.98 acres of new impervious surface area) for the final condition and the remaining 8.24 
acres (consisting of laydown, temporary access roads, and National Grid pole installation) being returned 
to the existing condition. At no such time should more than 5 acres of land be disturbed at any one time, 
without approval from NYSDEC.. The project will be undertaken in phases to minimize the area of the site 
that is under construction at any one time. The nature of the proposed improvements, and schedule for 
the work will ensure that areas disturbed will be open for the shortest possible period before being 
stabilized by the addition of geotextile fabric and/or granular base material. This will minimize the 
potential for erosion of native fine grained soil materials, which are difficult to manage with traditional soil 
erosion and sediment control Best Management Practices (BMPs). 

The construction methods proposed will also serve to minimize soil exposure. The project construction 
schedule is designed to allow the use of small, localized soil erosion Best Management Practices (BMPs), 
and minimize the maintenance work associated with maintaining these measures. Preliminary soil data 
and previous experience on similar sites indicates that the on‐site soils will be highly sensitive to moisture 
and will become unworkable when exposed and saturated. Minimizing exposure, saturation and hence 
loss of workable soil will be essential to maintaining the overall project budget and the schedule for the 
earthwork activities.  

Each phase of major earthwork activity will commence when a suitable weather window has been 
identified. This will reduce the risk of exposing disturbed areas to rainfall and runoff and hence reduce the 
potential for soil erosion. 

PRE‐CONSTRUCTION PHASING  

See APPENDIX H for Pre Construction Phasing  

CONSTRUCTION ACTIVITIES 

1. Do not disturb an area larger than 5 acres at any one time, unless approved by NYDEC, and the Town of 
East Greenbush 

2. Limit soil disturbance to the smallest area necessary to perform site work. Stabilize disturbed soils as 
soon as possible once work has been completed. 

3. Stabilize stormwater conveyance system with loam, seed, and erosion control blanket and rip rap as 
indicated on the project plans. 

4. Stabilize stormwater outlets with rip rap as indicated on the project plans. 

5. Stabilize topsoil stockpiles as soon as stockpiling is completed. Keep stockpile a minimum of 100 feet 
away from protected resources. 

6. No disturbance is allowed within the flagged limits of onsite wetland areas. 
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POST CONSTRUCTION ACTIVITIES 

See APPENDIX H for Post Construction Phasing  

 

3.2 Best Management Practices (BMPs) 
 

Best management practices (BMPs) for stormwater are practices and policies that are used to prevent 
pollutants from reaching nearby waterbodies. BMPs can include structural systems, generally accepted 
"good  housekeeping"  practices,  preventative  maintenance,  spill  prevention  and  response,  erosion 
prevention, and stormwater runoff treatment. 

 
 

In  order  to  minimize  disturbed  areas  and  protect  natural  features  and  soil,  the  demolition and 
construction project will be phased. Any topsoil salvaged during construction will be stockpiled on‐site 
and surrounded by silt fence.  

During all phases of construction, the temporary stabilization and structural practices outlined in the 
following sections must be inspected based the inspection frequency discussed in other sections of this 
report. 

Erosion and sedimentation control measures that will be implemented for the duration of the project 
and associated details are described below. In addition, all control measures shall be designed and 
constructed per New York and Federal requirements. During winter months of construction;  winter 
stabilization practices and Maintenance as mentioned in the NYSDEC Blue Book shall be followed 

Please refer to drawing No. 27‐G‐1201‐D‐XX series for the location of erosion control measures. 

 

 

3.2.1 CONSTRUCTION ENTRANCES 

A temporary, reinforced construction access will be installed to the work area. This will comprise a stable 
crushed rock surface laid on woven geotextile fabric. The fabric will protect the underlying soil from 
exposure and pumping up through the road material. The crushed rock surface will act as a wheel cleaning 
blanket for the full length of the structure, minimizing tracking of material off‐site and onto adjacent 
streets. 

 
3.2.2 DRAIN INLET AND OUTLET PROTECTION 

New and Existing drain inlets will be protected from silt‐laden runoff from construction areas by the 
following measures. 

Silt sacks will be installed between the frame and grate of new drainage structures to capture 
sediment entering the structure 
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3.2.3 TEMPORARY SEDIMENTATION BASIN 

A sediment basin is appropriate where physical site conditions or land ownership restrictions preclude the 
installation of other control measures to adequately control runoff, erosion, and sedimentation. However, 
it is required that other erosion control measures be used with the sediment basin. The basin may be used 
below construction operations which expose critical areas to soil erosion. The basin shall be maintained 
until the disturbed area is protected against erosion by permanent stabilization.  

Two (2) sediment basins are being proposed for this portion of the site, Sediment basin 5D (north of the 
switch yard), Sediment basin 5E (south of the laydown) are designed to meet NYS erosion control manual 
standards.  Further details can be found on drawing 27‐G‐1305‐D‐3. 

 

3.2.4 SILT FENCE BARRIERS 

Perimeter sediment barriers will be installed along the downstream limits of disturbance for construction 
activities. They will also be used around temporary soil stockpiles, and upstream of new basins and 
stormwater control structures. The barriers will comprise silt fence. These barriers are temporary in 
nature and are expected to have a design life of 30‐60 days. Frequent inspection of these temporary 
measures will be undertaken to ensure that they continue to serve their primary function of removing 
sediments from sheet flow runoff from upstream areas. The soil erosion and sediment control inspection 
schedule requires weekly inspections of all temporary erosion control measures and additional inspections 
before predicted rainstorms and after significant rainfall events. 

Silt fence barriers will be constructed with synthetic filter fabric material with a minimum filtering 
efficiency of 75%. Silt fence will be constructed with wood posts or stakes, at a maximum spacing of six 
feet. All silt fence barriers will be embedded in the soil to a minimum depth of six inches. 

 

3.2.5 EROSION BLANKETS 

SC150 Erosion control blanket (or approved equal) is being proposed on site; the extended‐term double 
net erosion control blanket shall be a machine‐produced mat of 70% agricultural straw and 30% coconut 
fiber with a functional longevity of 24 months.  At the time of stabilization permanent seeding of swales 
and side slopes greater than 3:1 shall take place. 

 

 
3.2.6 ROCK CHECK DAM 

This practice is used as a temporary and, in some cases, a permanent measure to limit erosion by reducing 
velocities in open channels that are degrading or subject to erosion or where permanent stabilization is 
impractical due to short period of usefulness and time constraints of construction. 

The Rock check dams will be located on the outer eastern swale of the switch yard and western swale of 
the laydown area, reference drawing 27‐G‐1305‐D‐2 for details, and drawings 27‐G‐1201‐D‐2, D‐3 for 
location. 
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3.2.7 MULCH STABILIZATION 

Hay or straw mulch will be applied to exposed soil areas to provide temporary stabilization. This will 
minimize the potential for soil loss due to wind or runoff erosion, and aid in the growth of vegetation by 
conserving soil moisture and moderating temperatures. The mulch will be applied at a minimum rate of 
2.0 tons per acre, as stated in the Erosion Control Notes on the accompanying plan set. Areas of mulch 
application will include landscaped areas, which are to be re‐graded and re‐planted with trees and shrubs. 
The areas between the plantings will be mulched to stabilize the soil until the plantings take hold and 
understory seed germinates. Mulch will also be applied to all areas of soil exposed in the winter, or non‐
growing season to provide temporary erosion control until permanent measures are available. Mulch shall 
be free of weeds and coarse matter and spread uniformly by hand or machine. The mulch will be anchored 
to the soil by tracking, or mechanical mulch anchoring. At locations where mulch stabilization is 
ineffective, due to excessive slopes, or runoff volumes, biodegradable erosion control blanket will be used 
to provide temporary stabilization. 

 

3.2.8 TEMPORARY SEEDING 

Areas of disturbed soil and soil stockpiles will be seeded temporarily with winter rye to protect against soil 
erosion during the construction period. All areas that will remain exposed for fourteen days or more will 
be seeded and stabilized with mulch. 

 

3.2.9 DUST CONTROL 

Water dousing, and the application of clean stone to areas of exposed soil during periods of dry weather 
will be used to minimize the potential for airborne dust from construction areas. The water dousing shall 
be undertaken periodically at intervals to be recommended by the Site Engineer to provide adequate 
protection against blowing and transport of dust from exposed areas. Due to the sensitive nature of the 
downstream receiving waters, calcium chloride shall not be used as a dust control measure. Site 
construction and delivery traffic will be restricted to main site access routes, and all paved roadways will 
be swept at regular intervals to assist in dust control. 

 

 

3.2.10 DEWATERING 

Dewatering from excavations shall be pumped to a silt bag, temporary sediment basins or allowed to 
discharge via sheet flow across stabilized vegetated areas. A dewatering plan would need to be 
submitted by the Operator/Contractor to the Operator/Owner for review and approval. Once approved 
by the Operator/Owner, the dewatering plan shall be submitted to the appropriate permitting 
agencies for approval, as necessary. 

 

3.2.11 PERMANENT SEEDING AND STABILIZATION 

Final stabilization of the site is achieved when vegetative cover with 80 % coverage has been achieved or 
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additional stabilization methods have been employed, such as geotextiles and mulch. All areas of 
disturbance should be seeded and mulched within 14 day of disturbance. 

 

3.2.12 TEMPORARY SOIL STOCKPILE 

Topsoil intended for re‐use shall be stockpile on site. The stockpile should be located away from protected 
natural resources and protected from erosion by surrounding it with silt fence and must be stabilized at 
the end of each work day. 

 

3.2.13 SAFTEY FENCE 

A safety fence (orange in color) shall be placed in front of all designated wetlands and streams to insure no 
construction activity and equipment shall enter the area.  Safety fence can also be placed around areas 
that are to be protected from construction activities.  Reference drawings 27‐G‐1201‐D‐1, D‐2, and D‐3 for 
limit of disturbance. 

 

3.3 Site Stabilization 

The Contractor must immediately initiate soil stabilization measures whenever earth‐disturbing 
activities have permanently or temporarily ceased on any portion of the site. Earth‐disturbing activities 
have temporarily ceased when clearing, grading and excavating within any area of the site that will not 
include permanent structures, will not resume for a period of 7 or more calendar days, but will resume 
in the future. Stabilization shall include loam and seed, hydroseed, erosion control blankets, mulch, or 
gravel. 

 

Upon final grading, all disturbed areas which will be permanently stabilized in the future with vegetation 
will be stabilized with loam and seed or hydroseed. The binder course shall be placed as soon as 
possible upon final grading of the parking areas. Plantings will be utilized as shown on the Landscape 
Plan. 

 

 

3.4 Good Housekeeping Practices 

Good housekeeping practices are those that help to keep exposed areas of the project site neat, clean, 
and orderly such that the potential is minimized for pollutants to enter into the stormwater  systems. 
Preventative maintenance activities are those that can be done to prevent potential pollutants  from 
entering the stormwater systems.  

Provide designated areas for all waste management, including solid or construction waste, sanitary and 
septic, and  hazardous materials, away from the stormwater conveyance system by placing all trash into 
containers; firmly attach lids on trash containers; replace trash containers that leak; contract for regular 
trash disposal services; inspect trash container areas daily; establishing building material handling and 
staging areas; establishing proper equipment and vehicle fueling practices; designating washout areas. 
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3.5 Inspection and Preventative Maintenance 

The contractor must maintain all control measures identified in this SWPPP and implemented at the 
Regeneron Facility in effective physical operating condition at all times.  
 
Regular inspection and preventive maintenance of BMPs will assist in full functionality of erosion and 
sediment control measures and ensuring compliance with the good housekeeping practices.  All inspections 
shall be documented by a written report or log.  The report or log should contain the date and time of 
inspections, dates when land‐disturbing activities begin, comments concerning compliance or 
noncompliance, and notes on any verbal communications concerning the project.   

 
Inspection of all BMPs shall be conducted weekly, before predicted rainstorms, and after rainstorm events. 

3.6 Non‐Stormwater Dishcharge to the Stormwater System 

Non‐stormwater discharges include both allowable and prohibited discharges to the stormwater system. 
Allowable discharges include: 

 Firefighting activity discharges; 

 Potable water flushings; 

 Landscape watering provided that all pesticides and fertilizers are properly applied; 

 Incidental windblown mist from cooling towers that collects on roof tops; 

 Fire hydrant flushings; 

 Routine external building wash waters without detergents; 

 Uncontaminated flows from foundation or footing drains; 

 Pavement wash waters without detergents and when no spills have occurred. 

Non‐stormwater  discharges  into  the  stormwater  system  that  are  not  included  above  are  required  to 
undergo  chemical  testing  or  be  disconnected  from  the  stormwater  system with  the  discharge  being 
properly  disposed.  At  the  time  of  inspection,  Regeneron  Facility  has  no  known  unallowable  non‐
stormwater discharges to its stormwater system. 

 

3.7 POST CONSTRUCTION MAINTENANCE PLAN  

After acceptance by the Owner, the maintenance of all stormwater management facilities and the 
establishment of any contract services required to implement the program will be the responsibility of 
Regeneron Pharmaceuticals, Inc. Notwithstanding any other schedule noted below, general inspections 
should be conducted by facilities staff monthly during wet weather conditions from March to November.   
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3.7.1 DITCHES, SWALES, AND PIPE OUTLET APRONS 

Open swales, ditches and aprons shall be inspected at a minimum on a quarterly basis, and before and 
after major rainfall events to assure that debris and/or sediments do not reduce the effectiveness of the 
system. Debris noticed during an inspection shall be removed at that time, or within 24‐hours of the 
inspection. Any sign of erosion or blockage shall be immediately repaired and stabilized to ensure the 
stability of the structure and proper function. Maintenance shall include, but not be limited to, mowing, 
trimming and removal vegetation in the ditches as required to prevent vegetation from blocking or 
diverting storm flows, replacement of riprap channel lining to prevent scour of the channel invert, 
removing vegetation and debris from the culverts. 
3.7.2 RIP RAP DITCHES 

riprap ditches, shall be inspected at a minimum on a quarterly basis, and after major rainfall events to 
assure that debris and/or sediments do not reduce the effectiveness of the system. Debris noticed during 
an inspection shall be removed at that time, or within 24‐hours of the inspection. When stone is observed 
to be displaced it should be replaced and chinked to assure stability. With time, additional riprap may be 
added to maintain design depths and grades. Vegetation growing through riprap and accumulated 
sediments and debris should be removed on a bi‐annual basis. 

 
3.7.3 DRAINAGE PIPES AND CULVERTS 

Culverts and piped drainage systems shall be inspected on an annual basis to remove any obstructions to 
flow; remove accumulated sediments and debris at the inlet, at the outlet, and within the conduit; and to 
repair any erosion damage at the pipe inlet and outlet. Sediment should be removed when its level 
exceeds 20% of the pipe diameter. This may be accomplished by hydraulic flushing or any mechanical 
means; however, care should be taken to contain the sediment at the pipe outlet. 

 
3.7.6 STORMWATER PONDS AND INFRASTRUCTURE 

Stormwater ponds should be inspected per the attached NYDEC Stormwater Pond/Wetland Operation, 
Maintenance and Management Inspection Checklist. 

 
3.7.6 BIORETENTION AREAS 

Bioretention areas should be inspected and mulched on an annual basis, Plantings should be replaced as 
needed. Check to see if 75% to 90% cover (mulch plus vegetative cover) has been achieved in the bed, and 
measure the depth of the remaining mulch. check for sediment buildup at curb cuts, gravel diaphragms or 
pavement edges that prevents flow from getting into the bed, and check for other signs of bypassing. 
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3.7.7 SOIL RESTORATION 
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3.8  Construction Practices 

For construction at the Regneron Facility, all contractors shall demonstrate compliance with applicable 
local, regional, state, and federal laws, rules and regulations with regard to the  prevention  of 
stormwater  pollution. Where  appropriate,  Jacobs  shall  review  a  contractor’s stormwater pollution 
prevention and  spill  control plans  to ensure  they contain appropriate measures with  respect to 
handling and storage of hazardous materials;  repair of equipment, vehicles and  tools; equipment and 
vehicle storage; equipment and vehicle fueling; and other practices that may pose  a threat to surface or 
groundwater. 

These plans should, at a minimum, address the locations where and conditions under which hazardous 
materials will be stored and  the  locations of  construction activities  (equipment  fueling or  repair, etc.) 
that pose a threat to stormwater. 
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4. POLLTION PREVENTION STANDARDS 
 

4.1 Inventory of Potential Pollutant Sources 
4.1.1 Construction Site Pollutants 

The materials or substances listed below are expected to be present on‐site during building 
demolition and construction activities. They represent potential pollutants, other than 
sediment, to stormwater runoff: 

 

Pollutant‐Generating Activity 
Pollutants or Pollutant 

Constituents 
Location on Site 

Paving  Asphalt  Proposed Parking Areas 

Concrete Installation  Cement  Foundations, Sidewalks, Pads, and 
Loading 

Building Renovation  Glass Products, Paints/Solvents, 
Paper, Rubber, Petroleum, and 
Chemical Products 

Within Building 

Sanitary Disposal  Sanitary Waste 
Temporary Facilities and Within 
Building 

Concrete Washout  Concrete Wastewater  Designated Areas 

Vehicle 
Operation/Maintenance 

Fuels, Oils, Soaps, Solvents  On‐site 

Herbicides Application 
Herbicides  Fenced area of Substation  

 
 

4.1.2  Spill Prevention and Response 
 

The Operator/Contractor will be responsible for preventing spills in accordance with applicable federal, 
state, and local regulations as outlined in the Spill Prevention Control, and Countermeasure (SPCC) 
Plan.   

4.2 Storage, Handling, and Disposal of Construction Products, Material, and Wastes 
 

 

4.2.1 Building Products 

Building materials and other construction site wastes must be properly managed and disposed of to 
reduce the risk of pollution from materials such as surplus or refuse building materials or hazardous 
wastes. Practices such as trash disposal, recycling, proper material handling, and spill prevention and 
cleanup measures can reduce the potential for stormwater runoff to mobilize construction site wastes 
and contaminate surface or ground water. 
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Specific Pollution Prevention Practices 

Pollution Prevention Practice # 1 
 

In storage areas, provide either (1) cover (e.g. plastic sheeting or temporary roofs) to prevent these 
products from coming into contact with rain water, or (2) a similarly effective means designed to 
prevent discharge of pollutants from this area. 

 

Installation Requirements: The majority of building products should be kept within the existing 
warehouse building below the existing roof to prevent rain water from coming into contact. 

 

Maintenance Requirements: If covers are to be used (plastic sheeting or temporary roofs) these should 
be checked on a daily basis to confirm that no rainwater is mixing with the materials. Inspect storage 
and use areas and identify containers or equipment that could malfunction and cause leaks or spills. 
Check equipment and containers for leaks, corrosion, support or foundation failure, or other signs of 
deterioration, and test them for soundness 

 

4.2.2 Pesticides, Herbicides, Insecticides, Fertilizers, and Landscape Materials 

 
 No pesticides, herbicides, insecticides, fertilizers or other landscape material shall be used on 

site without prior approval form Owner/Operator. 
 Follow all federal, state, and local regulations that apply to the use, handling, or disposal 

of pesticides and fertilizers. 
 Do not handle the materials any more than necessary. 
 Store pesticides and fertilizers in a dry, covered area. 
 Construct berms or dikes to contain stored pesticides and fertilizers in case of spillage. 
 Follow the recommended application rates and methods. 
 Have equipment and absorbent materials available in storage and application areas to contain 

and clean up any spills that occur. 
 Refer to section 4.3 for fueling and maintenance of vehicles. 
 In case of a Spill the contractor shall notify NYDEC immediately  
 
Substation soil sterilization shall be applied top of the yard at the complete of the project 
(insure this is only applied within the fenced yard area as to not impact the landscaping, bio 
retention and water retention area). The contractor shall be responsible for selecting the 
correct herbicide for the site which are most effective for the given season of application, soil 
conditions and plant material.  The herbicide selected shall be applied in accordance with the 
manufactures instructions / recommendations and according to all state and local laws to 
minimize an environmental impact to the surrounding areas. 
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Specific Pollution Prevention Practices 

Pollution Prevention Practice # 1 
 

In storage areas, provide either (1) cover (e.g. plastic sheeting or temporary roofs) to prevent these 
products from coming into contact with rain water, or (2) a similarly effective means designed to 
prevent discharge of pollutants from this area. 

 

Installation Requirements: The majority of building products should be kept within the existing 
warehouse building below the existing roof to prevent rain water from coming into contact. 

 

Maintenance Requirements: Inspect storage and use areas and identify containers or equipment that 
could malfunction and cause leaks or spills. Check equipment and containers for leaks, corrosion, 
support or foundation failure, or other signs of deterioration, and test them for soundness. Immediately 
repair or replace any that are found to be defective. 

 

4.2.3 Diesel Fuel, Oil, Hydraulic Fluids, Other Petroleum Products, and Other Chemicals 

 
 Store new and used petroleum products for vehicles in covered areas with berms or dikes 

in place to contain any spills. 
 Immediately contain and clean up any spills with absorbent materials. 
 Have equipment available in fuel storage areas and in vehicles to contain and clean up any 

spills that occur. 
 In case of a Spill the contractor shall notify NYDEC immediately  

 

Specific Pollution Prevention Practices 

 

Pollution Prevention Practice # 1 
 

Store chemicals in water tight containers and provide either (1) cover (e.g., plastic sheeting or 
temporary roofs) to prevent these containers from coming into contact with rainwater, or (2) a similarly 
effective means designed to prevent discharge of pollutants from these areas (e.g. spill kits), or provide 
secondary containment (e.g., spill berms, decks, spill containment pallets). 

 

Installation Requirements: Utilize water tight containers and provide cover from rainwater. Containers 
should meet manufacturers’ recommendations and be a type consistent with the material stored inside. 

 

Maintenance Requirements: Inspect storage and use areas and identify containers or equipment that 
could malfunction and cause leaks or spills. Check equipment and containers for leaks, corrosion, 
support or foundation failure, or other signs of deterioration, and test them for soundness. Immediately 
repair or replace any that are found to be defective. 
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4.2.4 Hazardous or Toxic Waste 

 
 Separate hazardous or toxic waste from construction and domestic waste; 
 Store waste in sealed containers which are constructed of suitable materials to prevent leakage and 

corrosion, and which are labeled in accordance with applicable Resource Conservation and Recovery 
Act (RCRA) requirements and all other applicable federal, state, tribal, or local requirements. 

 Store all containers that will be stored outside with appropriately sized secondary containment to 
prevent spills from being discharged, or provide a similarly effective means designed to prevent 
the discharge of pollutants from these areas. 

 Dispose of hazardous or toxic waste in accordance with the manufacturers recommended 
method of disposal and in compliance with federal, state, and local requirements. 

 Clean up spills immediately, using dry cleanup methods where possible, and dispose of used 
materials properly. Do not clean surfaces or spills by hosing the area down. Eliminate the source of 
the spill to prevent a discharge or a furtherance of an ongoing discharge. 

 Consult with local waste management authorities about the requirements for disposing of 
hazardous materials. 

 To prevent leaks, empty and clean hazardous waste containers before disposing of them. 
 Never remove the original product label from the container because it contains important safety 

information. Follow the manufacturer's recommended method of disposal, which should be 
printed on the label. 

 Never mix excess products when disposing of them, unless specifically recommended by the 
manufacturer. 

 Paint and dirt are often removed from surfaces by sandblasting. Sandblasting grits are the 
byproducts of this procedure and consist of the sand used and the paint and dirt particles that are 
removed from the surface. These materials are considered hazardous if they are removed from 
older structures because they are more likely to contain lead‐, cadmium‐, or chrome‐ based paints. 
To ensure proper disposal of sandblasting grits, contract with a licensed waste management or 
transport and disposal firm. 

 In case of a Spill the contractor shall notify NYDEC immediately  
 

Specific Pollution Prevention Practices 

Pollution Prevention Practice # 1 

All hazardous or toxic waste designated for removal shall be removed from site immediately upon 
determining a proper disposal facility. Under no circumstances shall the materials remain on‐site for the 
duration of the project or longer than the minimum necessary to determine a disposal method. While on‐
site, storage of the materials shall comply with the general requirements noted above. 

Installation Requirements: Upon identifying hazardous or toxic materials designated for disposal and 
removal from the site, the Contractor shall determine a disposal method and present the Operator/Owner 
with a disposal plan and schedule. 

Maintenance Requirements: Inspect storage and use areas and identify containers or equipment that could 
malfunction and cause leaks or spills. Check equipment and containers for leaks, corrosion, support or 
foundation failure, or other signs of deterioration, and test them for soundness. Immediately repair or 
replace any that are found to be defective. 
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4.2.5 Construction and Domestic Waste 

 
 Provide waste containers (dumpsters or trash receptacle) of sufficient size and number 

to contain construction and domestic wastes. Dumpsters shall remain closed at all 
times. 

 On work days, clean up and dispose of waste in designated waste containers 
 Clean up immediately if containers overflow. 
 Comply with DEP Solid Waste Regulations at all times. 

Specific Pollution Prevention Practices 

 

Pollution Prevention Practice # 1 
 

When utilizing dumpsters, the Operator/Contractor must determine and apply specific measures to 
keep waste within the dumpsters from being intermixed with storm water, including closing the 
dumpsters. 

 

Installation Requirements: Dumpster utilized for storing construction wastes which are open to rain 
water shall either be covered or provide no outlet from the dumpster which would allow runoff from 
mixing with storm water runoff on‐site. 

 

Maintenance Requirements: The dumpsters should be inspected after rain events to confirm that no 
water mixing with the waste enters the on‐site storm water infrastructure. 

 

4.2.6 Sanitary Waste 

 
 The Operator/Contractor will arrange for all sanitary waste to be collected from portable and 

material building toilet units by a licensed sanitary waste management Operator/Contractor, or 
as required by local regulation. Pickups must be done on a regular basis. 

 The portable toilets shall be positioned so that they are secure and will not be tipped or 
knocked over. 

 No burial or discharge of the sanitary waste may be conducted on‐site. 
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4.2.7 Washing of Applicators and Containers used for Paint, Concrete or Other Materials 
 

 No water from the washout and cleanout both internally and on‐site of stucco, paint, concrete, 
release oils, curing compounds, and other construction materials shall be discharged to the 
stormwater system. 

 All washwater shall be directed into a leak proof container or leak‐proof pit. The container or 
pit must be designed so that no overflows can occur due to inadequate sizing or precipitation 

 Do not dump liquid washout wastes in storm sewers. 
 

 Remove and dispose of hardened concrete wastes consistent with the handling of other 
construction wastes as noted above in Section 4.2.5. 

 No materials shall be discharged to the sanitary services. 

 

Specific Pollution Prevention Practices 
 

Pollution Prevention Practice # 1 
 

The potential for stormwater pollution from washout areas for concrete mixers, paint, stucco, etc. will 
be minimized with the use of separate specially designated washout areas. These specially designated 
areas should be properly signed, and inspected for proper use.  These washout areas will not be 
allowed to flow into drainage ways, inlets, receiving waters, highway right‐of‐ways, or any other location 
other than the designated concrete washout.  Washouts shall be located a minimum of 50 feet from 
any drainage ways, inlets, or other surface waters. Once a washout area has been established, the 
Operator/Contractor should update the Progress Drawing to reflect its location. 

 

Concrete wash water should be allowed to evaporate as it is highly polluted and should not be allowed 
to discharge to any surface water, storm sewer system, or underground infiltration system. Once 
materials have hardened, the concrete can be disposed of in accordance with section 4.2.5. 

 

Installation Requirements: Concrete trucks will only be allowed to wash out or discharge surplus 
concrete or drum wash water on the site, but only in either (1) specifically designated diked areas 
which have been prepared to prevent contact between the concrete and/or wash out and storm 
water which will be discharged from the site.  Concrete washout must be placed 100 feet at a 
minimum from any designated wetlands and streams   

 

Maintenance Requirements: It is the responsibility of the Owner/Contractor to ensure that these 
procedures are followed. A specific concrete truck washout location must be identified and the 
Progress Plans should be updated accordingly. 
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4.2.8 Fertilizers 
 

 The discharge of fertilizers containing nitrogen or phosphorous shall be minimized. This shall 
be accomplished by complying with the following requirements: 

 Apply fertilizers at a rate and in amounts consistent with manufacturer’s specifications 

 Apply fertilizers at the appropriate time of year for your location, and preferably timed 
to coincide as closely as possible to the period of maximum vegetation uptake and 
growth. 

 Avoid applying before heavy rains that could cause excess nutrients to be discharged. 
 Never apply to frozen ground. 
 Never apply to stormwater conveyance channels with flowing water 
 Follow all other federal, state, and local requirements regarding fertilizer application. 

 
4.2.9 Other Pollution Prevention Practices 
 

 All other waste materials not noted above shall be handled, and disposed of in a way sufficient 
to prevent pollutants from discharging into the on‐site or adjacent stormwater infrastructure. 
If specific wastes are identified different from those above, a handling and disposal plan should 
be added to this document and provided to the Owner/Operator. 

4.3 Fueling and Maintenance of Equipment or Vehicles                                  

4.3.1 General 
 

 All construction vehicles and equipment should be inspected daily for leaks, equipment 
damage, and other service problems. With the exception of stationary equipment (i.e. cranes) 
refueling or maintenance shall be conducted a minimum of 50 feet from a drainage way, inlet, 
or other surface water. Drip pans, drip cloths, or absorbent pads will be used when replacing 
spent fluids. 

 If refueling will occur on‐site, the Operator/Contractor shall provide an effective means of 
eliminating discharges of spilled and/or leaked chemicals from the area where these activities 
take place. 

 The Operator/Contractor shall ensure adequate supplies are available at all times to handle 
spills, leaks, and disposal of used liquids. 

 Do not clean surfaces by hosing the area down. 
 Concrete washout must be placed 100 feet at a minimum from any designated 

wetlands and streams 
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4.3.2 Washing of Equipment and Vehicles 
 

 The potential for stormwater pollution form washout areas for concrete mixers, paint, stucco, 
etc. will be minimized with the use of separate specially designated washout areas. These 
specially designated areas should be properly signed, and inspected for proper use. These 
washout areas will not be allowed to flow into drainage ways, inlets, receiving waters, highway 
rights of way, or any other location other than the designated concrete washout. Washouts shall 
be located a minimum of 50 feet from any drainage ways, inlets, or other surface waters. Once a 
washout area has been established, the Operator/Contractor should update the Progress 
Drawings to reflect its location. 

 Concrete wash water should be allowed to evaporate as it is highly polluted and should not be 
allowed to discharge to any surface water, storm sewer system, or underground infiltration 
system. Concrete washout must be placed 100 feet at a minimum from any designated 
wetlands and streams. 
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5. PROGRAM IMPLEMENTATION 
 

This section presents an implementation schedule for the Regeneron Facility to follow in order to maintain 
this SWPPP.  It  is the responsibility of the Contractor to see that the required monitoring, training and 
maintenance of BMPs is performed as described in this SWPPP. An additional requirement of the  MSGP 
is that this SWPPP be evaluated and amended as needed, and records of any such evaluations be kept 
with this SWPPP. 

 

5.1 Implementation Schedule 
 

For  a  complete  list  of  recommended  actions,  see  the  SWPPP  Pre‐Construction Phasing located at the 
front of this report in section 3.0. All recommendations in this SWPPP should be implemented as soon as 
practicable. 

 

5.2 Schedules for New and Recurrent Training 
 

Training of Contractor’s and Regeneron Facility personnel is essential to the effectiveness of the SWPPP. 
The SWPPP training program includes, but is not limited to: 

Spill Prevention and Response 

 Potential  spill  areas  and  stormwater  drainage  patterns  are  identified  and  information 
on past spills and causes are provided. 

 Spill containment procedures are discussed and the location and proper use of  spill 
response equipment is identified. 

 Significant (reportable) spills are reported as required in the SWPPP. 

 Material handling and storage procedures and requirements are provided. 

 On‐site contractors and temporary personnel are informed of Regeneron Facility 
operations with a view toward preventing accidental discharges and spills. 

Good Housekeeping 

 Personnel are instructed on how to maintain a clean and orderly  work environment with 
an emphasis on  regular  sweeping, prompt cleanup of  spilled materials, and instruction 
on securing containers and frequently checking for spills  or leaks. 

Materials Management Practices 

 The importance of organizing stored materials is discussed. 

 Identify all toxic or hazardous materials or substances that are stored or handled on‐site. 

 Unacceptable practices  such  as hosing  down work  areas  or washing  or  pouring 
materials down drains and sinks is discussed. 

Scheduled  personnel  employee  training  should  occur  at  least  once  each  year  or  at the  time a  new 
employee is  hired, as well as when  changes  to  the  SWPPP are  made.  Training  updates  or  bulletins 
should be posted  in  the project’s site trailer at a conspicuous location. 
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5.3 Maintaining an Updated SWPPP 
 

The SWPPP must be reviewed and evaluated annually for effectiveness and updated whenever there is: 

 Construction or a change in design; 

 Operation or maintenance that may have a significant impact on the discharge, or  potential for 
discharge, of pollutants; 

 Whenever deficiencies in the BMPs are detected; 

 Whenever an inspection by a local, state, tribal or federal official (other than EPA) determines 
that modifications are necessary; 

 Whenever there is a spill, leak or other release; 

 Any time there is an unauthorized discharge from the Regeneron Facility. 

SWPPP modifications must be made within 7 calendar days after discovery, observation, or event 
requiring a SWPPP modification. 

 

5.4 Inspections and Monitoring 
 

 

5.4.1 Routine Facility Inspections 
 

Qualified personnel, such as the Contractor or designee, will conduct a  routine facility  inspection once 
each  quarter.  Facility  inspections  will  be  performed  by  the  individuals  designated  in  the  Pollution 
Prevention Team as having responsibility and expertise in conducting such reviews. At least one member 
of the SWPPP team will be present for the inspection.  The following areas must be inspected: 

Areas where industrial materials are exposed to stormwater; 

 Areas identified in the SWPPP and those that are potential pollutant sources; 

 Areas where spills and leaks have occurred in the past 3 years; 

 Discharge points; and 

 Control measures used to comply with effluent limits. 

Inspectors will examine the following: 

 Industrial materials or trash that may have or could come into contact  with stormwater; 

 Offsite tracking of industrial or waste materials, or sediment where vehicles enter or exit 
the site; 

 Tracking or blowing of raw, final, or waste materials from areas of no exposure to 
exposed areas; 

 Control measures needing replacement, maintenance, or repair; 

 Evidence of, or the potential for, pollutants entering the drainage system; 

 Evidence of pollutants discharging to surface waters; and 

 Stormwater BMPs identified in the SWPPP. 
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At least once each calendar year, the routine inspection will be conducted while stormwater discharge is 
occurring  and  stormwater  BMPs  are  in  active  operation. Where  discharge  locations  are  inaccessible, 
nearby downstream locations will be inspected. Findings must be documented and kept with this report. 
A Routine Facility Inspection Report template is included in Appendix D. 

 

5.4.2 Quarterly Visual Assessment of Stormwater Discharges 
 

Once each quarter a  stormwater sample will be collected  from each outfall and visually assessed.  The 
samples will be collected in such a manner that they are representative of the stormwater discharge. A 
clean, colorless glass or plastic container will be used. The sample will be examined in a well‐lit area. 

Samples will be collected within the first 30 minutes of an actual discharge from a storm event.  If  it  is 
not possible to collect the sample within the first 30 minutes of discharge, the sample will be collected 
as  soon  as  practicable  after  the  first  30 minutes  and  the  assessor  should  document  why  it  was  not 
possible to take the sample within the first 30 minutes. The sampled discharges should be from a  storm 
event occurring at least 72 hours (three days) from the previous discharge. 

The following water quality characteristics will be visually inspected or observed: 

 Color; 

 Odor; 

 Clarity (diminished); 

 Floating solids; 

 Settled solids; 

 Suspended solids; 

 Foam; 

 Oil sheen; and 

 Other obvious indicators of stormwater pollution. 

The  first  quarterly  visual  assessment  of  each  calendar  year  is  tentatively  planned  for  January.  This 
assessment should be performed at a time when snowmelt discharge can be captured. It  may be delayed 
as necessary, but not beyond March 31st. 

Whenever the visual assessment shows evidence of stormwater pollution, a corrective action  procedure 
will  be  initiated.  See  section  4  of  the  MSGP  for  corrective  action  procedures.  The  results  of  visual 
assessments will be documented and maintained onsite with this SWPPP. A Quarterly Visual Assessment 
Report form is included in Appendix D. 

 

5.5 Record Keeping 
 

Records of all spills will be maintained and used to provide guidance in developing future BMPs to prevent 
similar spills in the future. 

All  completed  forms  and  other  records  pertaining  to  the  SWPPP  including  inspection  reports  and 
communications with regulatory agencies should be maintained in Appendix D of this SWPPP. 
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5.6 SWPPP Revision 
 

This  SWPPP  has  been  prepared  to  conform  to  the  requirements  of  the  2015 MSGP.  The  Regeneron 
Facility must be  inspected annually and  this SWPPP must  incorporate any changes  to  the  stormwater 
management system, daily operations, material storage, material handling, or material processing  that 
occurs at the Regeneron Facility. 
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APPENDIX A 

 
PLANS AND MAPS 
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APPENDIX B  
 

STORMWATER 
MANAGEMENT REPORT 
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APPENDIX C 
 

STORMWATER POND /WETLAND OPERATIONS, 
MAINTENANCE AND MANAGEMENT INSPECTION CHECKLIST  
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APPENDIX D  
 

ADDITIONAL MSGP 
DOCUMENTATION 

TEMPLATES 
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ARCHEOLOGICAL SURVEY 
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APPENDIX F  
 

SWPPP PREPARER 
CERTIFICATION 
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APPENDIX G 

 
CONSTRUCTION 

ACTIVITY GENERAL 
PERMIT (GP‐0‐15‐002)  
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