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BIORETENTION BASIN

BUILDING F
(SEE DWG L-101 FOR

PERIMETER PLANTING
PLAN)

BUILDING A
(SEE DWG L-101 FOR

PERIMETER PLANTING
PLAN)

BUILDING B
(SEE DWG L-101 FOR

PERIMETER PLANTING
PLAN)

us
 r

ou
te

 9
 &

 2
0

LEGEND

PROPOSED TREE*

PROPOSED SHRUB*

Comptonia Peregrina
'Sweet Fern'
PLANTING AREA*

PROPOSED TREE*

*SEE PLANTING SCHEDULE FOR VARIETY AND SIZE.

PROPOSED TREE*

15 30 60030

1 inch  =  30 feet

GRAPHIC  SCALE

1. ALL PLANT BEDS TO BE MULCHED WITH 4" DEEP BROWN
HARDWOOD MULCH, UNLESS OTHERWISE NOTED ON THE
PLANS.

2. PRIOR TO PLANTING, CONTRACTOR SHALL LOCATE,
VERIFY, AND REPORT ANY CONFLICTS OF EXISTING
UTILITY LINES TO THE LANDSCAPE ARCHITECT.

3. ALL NEW PLANT MATERIAL SHALL CONFORM TO THE
MINIMAL GUIDELINES ESTABLISHED BY THE AMERICAN
STANDARD FOR NURSERY STOCK PUBLISHED BY THE
AMERICAN ASSOCIATION OF NURSERYMEN, INC. AND
SHALL BE OF SPECIMEN QUALITY UNLESS APPROVED
OTHERWISE BY DIRECTOR'S REPRESENTATIVE.

4. WRITTEN APPROVAL IS REQUIRED FROM LANDSCAPE
ARCHITECT OF ANY PROPOSED SUBSTITUTIONS OF PLANT
MATERIAL. CHANGED PLANTS SHALL BE EQUIVALENT
FORM, HEIGHT, FLOWER, COLOR, LEAF, SIZE, BRANCHING,
CULTURE AND FRUIT.

5. A MINIMUM OF 6” OF SUITABLE TOPSOIL IS REQUIRED IN
AREAS WITH PROPOSED LAWN SEEDING PRIOR TO
SEEDING.

6. PRIOR TO COMMENCEMENT OF PLANTING, STAKE
LOCATION OF ALL PLANTINGS FOR APPROVAL BY
LANDSCAPE ARCHITECT.

7. SCHEDULE DELIVERY OF PLANTS ONLY IN REASONABLE
TIME AS TO WHEN THEY CAN BE INSTALLED. PLANTS TO
BE INSPECTED BY LANDSCAPE ARCHITECT AT DELIVERY.

8. MAINTENANCE TO BEGIN IMMEDIATELY FOLLOWING
INSTALLATION OF PLANT MATERIALS AND LAWN UNTIL
FINAL ACCEPTANCE.

9. TREES SHALL NOT BE PLANTED BEFORE ACCEPTANCE OF
ROUGH GRADING. TREES SHALL BE PLANTED 3” HIGHER
THAN PREVIOUS GRADE. SHRUBS AND GROUND COVER
SHALL BE PLANTED AS THE SAME RELATIONSHIP TO
GRADE AS PREVIOUS GRADE.

10. PLANT MATERIAL QUANTITIES TO BE PROVIDED BY
CONTRACTOR AS SHOWN ON DRAWINGS.

11. UNLESS NOTED ON PLANT SCHEDULE, PLANTS TO BE
BALLED AND BURLAPPED OR CONTAINER GROWN.

12. FOR SEEDING OF DISTURBED AREAS USE SPECIFIED MIX
FOR DESIGNATED AREA OR APPROVED EQUAL APPROVED
BY LANDSCAPE ARCHITECT.

PLANTING NOTES
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Drawing Number:

of

Date Issued:

Scale:

Landscape Architect:

Drawn by:

TOWN OF EAST GREENBUSH PLANNING BOARD

STREET TREE-BUFFER-PARKING LOT PLANTING SCHEDULE
KEY QTY SCIENTIFIC NAME COMMON NAME MIN. SIZE COMMENTS

TREES

AR 13 Acer Rubrum 'Red Sunset' Red Sunset Maple 2 12-3" Cal. B & B

AC 8 Amelanchier Canadensis Shadblow Serviceberry 6-7" Ht. B & B

BN 6 Betula Nigra River Birch 10-12' Ht. B & B

CV 16 Crataegus Viridis 'Winter King' Winter King Hawthorn 7-8' Ht. B & B

TC 6 Tsuga Canadensis Eastern Hemlock 6-8' Ht. B & B

CC 20 Carpinus caroliniana American Hornbeam 2-2 12" Cal. B & B

M 10 Malus 'King Arthur' King Arthur Crabapple 2-2 12" Cal. B & B

ALR 5 alnus rugosa Speckled Alder 7-8' Ht. B & B

SHRUBS

KL 53 Kalmia Latifolia Mountain Laurel 30-36" Ht. B & B

CP 132 Comptonia Peregrina Sweet Fern 1 Gal. Pot
14" - 18"
spacing

AR - 2

AR -4

AR - 3

AR - 1

CC - 2 M = 4

AC - 3

AR - 1

 KL - 2

M - 1

CC - 3

CC - 1

CC - 2

CC - 1

 CC - 1

AR = 3

CC - 1

CC - 1

CV - 9KL - 3

KL - 2

TC - 1

AR - 1

CV - 1

TC - 1

TC - 1

TC - 1

TC - 1 TC - 1

AC - 1

AC - 1

AC - 2

KL - 2
CV - 1

CV - 1
KL - 2

M - 3

TC - 1
KL - 2

CC - 1

CC - 1

BN - 3

CC - 1

CC - 2

KL - 12

CC - 1

KL - 2
KL - 2

CC - 1

KL - 1

KL - 2

AC - 1

CV - 1

M - 2

 KL - 2

CC - 1

CC - 1

BH - 3

KL - 2

CP - 12

STORMWATER PLANTER

STORMWATER PLANTER

STORMWATER PLANTER

CP - 12

CP - 12

CP - 12

CP - 12

CP - 12

 CP - 12

CP - 12

CP - 12

LAWN AREA CP - 12

CP - 12

CC - 1

CC - 1

AC - 1

CP - 12

PROPOSED PARKING COUNT (TYP.)

ENTRANCE SIGN,
SEE DWG L-110 FOR
PLANTING SCHEDULE.SIGN (TYP.)

6"
 MIN.6

"
4
"

NOTES:
1. SHRUBS ALL BEAR SAME RELATION TO FINISHED GRADE AS IT

BORE TO PREVIOUSLY EXISTING GRADE.

MULCH BED - PLACE BROWN HARDWOOD MULCH
AROUND ALL SHRUBS

3" MULCH OVER 3" LIP OF TOPSOIL TO FORM
SAUCER

CUT AND REMOVE BURLAP FROM TOP ONE THIRD
OF SHRUB BALL

PREPARED TOPSOIL IN 6" LIFTS

SCARIFY COMPACTED SUB-SOIL TO A DEPTH OF
4"

PRUNE TO REDUCE FOLIAGE BY ONE THIRD.
ALWAYS PRUNE TO NODE OR CROTCH. NEVER CUT
LEADER. RETAIN NATURAL CHARACTER OF SHRUB.

2
SHRUB PLANTING DETAIL

SCALE: N.T.S.

F.G.

2' TYP.

1'

NOTES:
1. TREES SHALL BEAR SAME RELATIONSHIP TO FINISH GRADE AS IN THE

NURSERY.
2. THIN BRANCHES & FOLIAGE AS DIRECTED WHILE RETAINING NORMAL

SHAPE OF TREE. NEVER CUT A LEADER
3. TREES SHALL BE PLUMB & STRAIGHT.
ATTACH 18" GALV. STEEL CABLE TO STAKE.
NOTCH STAKE TO RECEIVE CABLE. ENCASE
WIRE AROUND TRUNK TO REINFORCE RUBBER
HOSE ABOVE FIRST BRANCH. SECURE ALL ENDS
OF CABLE WITH GALV. CLAMPS.

4" GALV. TURNBUCKLE EA. CABLE

3"Ø X 8' CEDAR STAKES, 3 PER TREE. STAKES
TO BE SAME HEIGHT, DRIVEN IN ON A SLIGHT
ANGLE. STAKES TO BE OUTSIDE OF ROOT BALL.
WRAP ALL DECIDUOUS TRUNKS NEATLY TO A
HEIGHT OF THE SECOND LOWEST BRANCH ( FALL
PLANTING ONLY)
3" HT. PLANTING MIX SAUCER

BROWN HARDWOOD MULCH;
PULL MULCH AWAY FROM TREE TRUNK
AMENDED PLANTING MIX, COMPCTED

CUT ROPE SURROUNDING BOTTOM OF TREE TRUNK AFTER
BACKFILLING BUT BEFORE MULCHING. DO NOT REMOVE BURLAP.

NATIVE SOIL DRAINAGE MOUND, COMPACTED TO 92%

UNDISTURBED SUBGRADE

1
DECIDUOUS TREE PLANTING  DETAIL

SCALE: N.T.S.

PLANTING DETAILS

STUDIO A LANDSCAPE ARCHITECTURE
+ ENGINEERING, DPC

STUDIO A DPC

MARCH 23, 2021

1" = 30'

L-100

EXISTING OVERHEAD WIRES (TYP.)

EXISTING UTILITY
POLE (TYP.)

NOTE:
SEE DRAWING C-100 FOR HARDSCAPE
CONSTRUCTION AND UTILITY DETAIL.

WATER UTILITY,
SEE DWG C-100
FOR DETAIL.

EXISTING TREE LINE (TYP.)

3
TYPICAL INTERIOR ISLAND PLANTING BED

SCALE: N.T.S.

CP - 12 (TYP.)

SHREDDED DARK COLOR
MULCH

CC - 1, SEE PLANS
FOR TYPE AND
QUANTITY

L-100
3INTERIOR ISLAND

PLANTING BED, TYP.

KL - 10

CV - 1

SHRUB PLANTING (TYP.)L-100
2

DECIDUOUS TREE PLANTING (TYP.) L-100
1

DUMPSTER
(TYP.)

0
STREET TREE-BUFFER & PARKING LOT PLANTING PLAN

SCALE: 1" = 30'

KL -2

KL - 8

1 2

2' TYP.

1'

NOTES:
1. TREES SHALL BEAR SAME

RELATIONSHIP TO FINISH
GRADE AS IN THE NURSERY.

2. NEVER CUT A LEADER
3. TREES SHALL BE PLUMB &

STRAIGHT.
INSTALL 3 GUYS PER TREE EQUALLY SPACED

AROUND ROOTBALL. ATTACH 18" GALV. STEEL

CABLES @ 23 HEIGHT OF TREE. PROVIDE
REINFORCED RUBBER HOSE TO ENCASE CABLE
AROUND TRUNK. SECURE ALL ENDS OF CABLE
W/ GALV. CLAMPS.

4" GALV. TRUNBUCKLE EA. CABLE

3"Ø X 2'-0" CEDAR STAKES, 3
PER TREE, DRIVEN IN AT A 25°
ANBLE; STAKES TO BE OUTSIDE
OF TREE PIT.

3" HT. PLANTING MIX SAUCER
3" DEPTH SHREDDED CEDAR MULCH
(NATURAL COLOR); PULL MULCH AWAY
FROM TREE TRUNK
AMENDED PLANTING MIX, COMPCTED

CUT ROPE SURROUNDING BOTTOM OF TREE
TRUNK AFTER BACKFILLING BUT BEFORE
MULCHING. DO NOT REMOVE BURLAP.

NATIVE SOIL DRAINAGE MOUND, COMPACTED TO 92%

UNDISTURBED SUBGRADE

F.G.

4
EVERGREEN TREE PLANTING  DETAIL

SCALE: N.T.S.

PROPOSED
OUTDOOR
AREA (TYP.)

EVERGREEN PLANTING (TYP.)
L-100

4

AR- 2

SEE TYPICAL L-100
3

SEE TYPICAL L-100
3

SEE TYPICAL L-100
3

SEE TYPICAL L-100
3

SEE TYPICALL-100
3

SEE TYPICAL
L-100

3

SEE TYPICALL-100
3

SEE TYPICAL L-100
3

SEE TYPICAL L-100
3

see typical L-100
3
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BIORETENTION BASIN

BUILDING F

LEGEND

PROPOSED STREET
OR BUFFER
PLANTING. SEE
DRAWING L-100
FOR DETAIL

PROPOSED SWEET
FERN PLANTING
AREA. SEE DRAWING
L-100 FOR DETAIL.

PROPOSED TREE*

PROPOSED PERIMETER
VEGETATION*

* SEE INDIVIDUAL BUILDING PLANTING
SCHEDULES FOR PLANTING DETAIL.
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BUILDING A

17 17

BUILDING B

10 20 40020

1 inch  =  20 feet

GRAPHIC  SCALE

1. ALL PLANT BEDS TO BE MULCHED WITH 4" DEEP BROWN HARDWOOD MULCH,
UNLESS OTHERWISE NOTED ON THE PLANS.

2. PRIOR TO PLANTING, CONTRACTOR SHALL LOCATE, VERIFY, AND REPORT ANY
CONFLICTS OF EXISTING UTILITY LINES TO THE LANDSCAPE ARCHITECT.

3. ALL NEW PLANT MATERIAL SHALL CONFORM TO THE MINIMAL GUIDELINES
ESTABLISHED BY THE AMERICAN STANDARD FOR NURSERY STOCK PUBLISHED BY
THE AMERICAN ASSOCIATION OF NURSERYMEN, INC. AND SHALL BE OF SPECIMEN
QUALITY UNLESS APPROVED OTHERWISE BY DIRECTOR'S REPRESENTATIVE.

4. WRITTEN APPROVAL IS REQUIRED FROM LANDSCAPE ARCHITECT OF ANY PROPOSED
SUBSTITUTIONS OF PLANT MATERIAL. CHANGED PLANTS SHALL BE EQUIVALENT
FORM, HEIGHT, FLOWER, COLOR, LEAF, SIZE, BRANCHING, CULTURE AND FRUIT.

5. A MINIMUM OF 6” OF SUITABLE TOPSOIL IS REQUIRED IN AREAS WITH PROPOSED
LAWN SEEDING PRIOR TO SEEDING.

6. PRIOR TO COMMENCEMENT OF PLANTING, STAKE LOCATION OF ALL PLANTINGS
FOR APPROVAL BY LANDSCAPE ARCHITECT.

7. SCHEDULE DELIVERY OF PLANTS ONLY IN REASONABLE TIME AS TO WHEN THEY
CAN BE INSTALLED. PLANTS TO BE INSPECTED BY LANDSCAPE ARCHITECT AT
DELIVERY.

8. MAINTENANCE TO BEGIN IMMEDIATELY FOLLOWING INSTALLATION OF PLANT
MATERIALS AND LAWN UNTIL FINAL ACCEPTANCE.

9. TREES SHALL NOT BE PLANTED BEFORE ACCEPTANCE OF ROUGH GRADING. TREES
SHALL BE PLANTED 3” HIGHER THAN PREVIOUS GRADE. SHRUBS AND GROUND
COVER SHALL BE PLANTED AS THE SAME RELATIONSHIP TO GRADE AS PREVIOUS
GRADE.

10. PLANT MATERIAL QUANTITIES TO BE PROVIDED BY CONTRACTOR AS SHOWN ON
DRAWINGS.

11. UNLESS NOTED ON PLANT SCHEDULE, PLANTS TO BE BALLED AND BURLAPPED OR
CONTAINER GROWN.

12. FOR SEEDING OF DISTURBED AREAS USE SPECIFIED MIX FOR DESIGNATED AREA OR
APPROVED EQUAL APPROVED BY LANDSCAPE ARCHITECT.

13. BIORETENTION BASIN SHALL BE SEEDED WITH ERNST SEED MIX, 'RAIN GARDEN
MIX', ITEM NUMBER: ERNMX-180. SEEDING RATE SHALL BE 20 POUNDS PER ACRE.
SEE MANUFACTURER'S SPECIFICATIONS FOR MIX COMPOSITION.

PLANTING DETAILS
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Drawing Number:

of

Date Issued:

Scale:

Landscape Architect:

Drawn by:

TOWN OF EAST GREENBUSH PLANNING BOARD

'
'

'
'

'
'

STUDIO A LANDSCAPE ARCHITECTURE
+ ENGINEERING, DPC

STUDIO A DPC

MARCH 23, 2021

1" = 20'

L-101

NOTE:
1. PLANTINGS SHOWN ARE

SPECIFIC TO EACH BUILDING AND
SURROUND PERIMETER AREA.
SEE DRAWING L-100 FOR
GENERAL STREET TREE AND
BUFFER PLANTING DETAIL.

2. SEE DRAWING C-100 FOR
HARDSCAPE CONSTRUCTION AND
UTILITY DETAIL. 1

BUILDING 'B'  PLANTING PLAN
SCALE: 1' = 20"

2
BUILDING 'A'  PLANTING PLAN

SCALE: 1' = 20" 3
BUILDING 'F' PLANTING PLAN

SCALE: 1' = 20"

PROPOSED BUFFER
TREE (TYP.)
SEE DWG L-100.

PROPOSED BUFFER
PLANTING BED (TYP.)
SEE PLAN L-100 FOR
DETAIL.

FENCE (TYP.)

EC - 11

EXISTING
CATCH BASIN
(TYP.)

PROPOSED
BUFFER
SHRUB (TYP.)
SEE DWG L-100.

EC - 5

2
 STEEL EDGING DETAIL

SCALE: N.T.S.

STEEL EDGING

SPECIFIED BEDDING MATERIAL

TURF

TOP OF EDGING NO MORE

THAN 12" BELOW TOP OF EDGING

TAPERED STEEL STAKES TO
INTERIOR OF BED AREA

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. STEEL EDGING TO BE INSTALLED WHERE APPLICABLE, AS DETERMINED IN FIELD.

BUILDING 'F' PERIMETER PLANTING SCHEDULE
KEY QTY SCIENTIFIC NAME COMMON NAME MIN. SIZE COMMENTS

TREES

ARG 3
Amelanchier Canadensis XGR
'Autumn Brilliance'

Autum Brilliance
Serviceberry

8-10' Ht.
B & B
clump

SC 4 Salix Caprea Pussy Willow 6-8' Ht.
B & B
clump

Ar 4 Alnus Rugosa Speckled Alder 6-8' Ht.
B & B
clump

SHRUBS

VO 24 Viburnium opolus 'nanum'
Dwarf European
Cranberry Bush

18" Ht. B & B

VC Viburnium Carlesi Korean Spice Viburnium 30-36" Ht. B & B

RC Rhododendron Carolinianum Carolina Rhododendron 30-36" Ht. B & B

DG Deutxia Gracilis Slender Deutzia 18-24" Ht. B & B

PJM Rhododendron PJM PJM 18" Ht. B & B

CS Cornus Sericea (Stolonifera) Red Osier Dogwood 24-30" Ht. Bare Root

GROUNDCOVER

HH Hedera Helix Boston Ivy Trays of 50 12" O.C.

AU Arctostaphylos uva-ursi Alaska Bearberry 1 Gal. Pots 12-14" O.C.

PERENNIALS

H Henerocallis x 'Stella De Oro' Stella De Oro Day Lilly 1 Gal. Pots 1'  O.C.

PLANTING NOTES

SC-3

CS-6

AR-2

AR - 2

CS - 11

SC - 1

VO - 3

VO - 3
PJM - 2

HH - 10

RC - 2

PJM - 5

PJM - 3

AGR - 1

AU - 18

VC - 1

VO - 8

AGR - 1

AU - 26

VO - 8

AGR - 1

AU - 20

VC - 1

AU - 8

RC - 3

DG - 8

RC - 3
AU - 18 DG - 8

RC - 3

RC - 3

DG - 3

DG - 3

HH - 8

RC - 1

VC - 4

RAILING (TYP.)

VC - 4

RC - 1

DG - 3

HH - 8

DG - 3
RC -1

HH - 12
PJM - 2 DG - 5

BUFFER VEGETATION,
SEE DWG L-100.

BIORETENTION BASIN
SHALL BE SEED WITH
ERNST SEED MIX,
SEE NOTE 13 THIS DWG.

PJM - 9

H - 28

M - 3
VC - 3

VC - 4

VC - 4VC - 3

AU - 96

CSP - 5

OS - 9

OS - 2 CV - 20

CS - 2

CSP - 6
OS - 8

CS - 5

OS - 9

RH - 10

CSP - 6

OS - 7

CSP - 4

CS - 2

CV - 9

AGR - 1

CS - 2 OS - 5

AGR - 1

EC - 8

BUFFER VEGETATION,
SEE DWG L-100.

CS - 2

AGR - 1

OS - 4

CSP - 5 EC - 7

CS - 2 OS - 6

RH - 10

CSP - 3
CS - 2

OS  - 7
CS - 4

CSP - 7

CS - 2
CV - 20

OS  - 8

CSP - 9

EC - 8

CSP - 4
OS - 6

RH - 10

CS - 5

CSP - 7

PA - 16

VC - 2

2 2

VO - 5
RL - 1

HH - 3

VA - 1
HH - 10

AU - 10

PJM - 10
VO - 3

HH - 22
VO - 7

VA - 3

RL - 1

VO - 5

VO - 5
RL - 1

AU - 14

VA - 2

VA - 1

AU - 10

RL - 1

VO - 3

RL - 1
AU - 3

VA- 1 AU - 26

VC- 1

PJM - 4

PJM - 4

VC - 1

PJM -3

AU - 6

VA - 1

VA - 3

RL - 1

VO - 9

RL - 1

AU - 14

VA - 3

HH - 10

RH - 16

VA - 1

RL - 1

DRIP EDGE
(TYP.)

1" M
IN

12
"

1
DRIP STRIP DETAIL

SCALE: N.T.S.

ADJACENT STRUCTURE

FINISHED SLAB

MIRAFI 140N OR APPROVED EQUAL FILTER
FABRIC (FLASHED UP AT ALL EDGES)

ROUNDED RIVER STONE CONFORMING TO NYS DOT
2008 STANDARD SPECIFICATIONS TABLE 703-4#3
STONE GRADATION REQUIREMENTS - TOP OF
STONE SET BELOW FINISHED SLAB ELEV.

COMPACTED SUBGRADE

SLOPE @ MIN. 2%

18"

TURF OR
GARDEN BED

4" PROLINE PERMALOC, OR APPROVED EQUAL,
MILL FINISH, NATURAL ALUMINUM EDGING (4"
DEEP W/18" STAKES AT 2'-0" O.C.)

BUILDING 'B' PERIMETER PLANTING SCHEDULE
KEY QTY SCIENTIFIC NAME COMMON NAME MIN. SIZE COMMENTS

SHRUBS

VO 40 Viburnium opolus 'nanum'
Dwarf European
Cranberry Bush

18" Ht.
3' O.C.
B & B

RC Rhododendron Carolinianum Carolina Rhododendron 30-36" Ht. B & B

DG Deutxia Gracilis Slender Deutzia 18-24" Ht. B & B

VA Viburnum Acerifolium Mapleleaf Viburnum 24-30" Ht. B & B

PJM Rhododendron PJM PJM 18" Ht. B & B

VC Viburnium Carlesi Korean Spice Viburnium 30-36" Ht. B & B

GROUNDCOVER

HH Hedera Helix Boston Ivy Trays of 50 12" O.C.

AU Arctostaphylos uva-ursi Alaska Bearberry 1 Gal. Pots 12-14" O.C.

PERENNIALS

RH Rudbeckia Hirta Black Eyed Susan 1 Gal. Pots 12-16" O.C.
BUILDING 'A' PERIMETER PLANTING SCHEDULE

KEY QTY SCIENTIFIC NAME COMMON NAME MIN. SIZE COMMENTS

TREES

AGR 5
Amelanchier Canadensis XGR
'Autumn Brilliance'

Autum Brilliance
Serviceberry

8-10' Ht. B & B clump

M 3 Malus 'King Arthur' King Arthur Crabapple 2-2 12" Cal. B & B

SHRUBS

CS Cornus Sericea (Stolonifera) Red Osier Dogwood 24-30" Ht. Bare Root

VC Viburnum Carlesi Korean Spice Viburnum 30-36" Ht. B & B

GRASSES, FERNS, PERENNIALS, GROUNDCOVER

RH Rudbeckia Hirta Black Eye Susan #1 Con. Container

EC Echinacea Purpurea Purple Coneflower #1 Con. Container

AU Arctostaphylos Uva-Ursi Alaska Bearberry 1 Gal. Pots 12-14" O.C.

OS Ohocleo Sensibilis Sensative Fern #1 Con. Container

CSP Carex Sprengelii Long Beaked Sedge #1 Con. Container

CV Carex Vulpinoidea Fox Sedge #1 Con. Container

L-101
1

CS - 2

CSP - 5

CSP - 4

AGR - 1

OS - 6

CSP - 6

AGR - 1

GAS METERS

GAS METERS

GAS METERS

DG - 6

PROPOSED
OUTDOOR
AREA (TYP.)

PROPOSED
OUTDOOR
AREA
(TYP.)

3
TYPICAL BUFFER LANDSCAPING DETAIL

SCALE: N.T.S.

EXISTING HOUSE

EXISTING.
PROPERTY
LINE (TYP.)

J
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E
R
S
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 A

V
E
.

S
H
E
D

TYPE 1 LANDSCAPING
(TYP.)

±175'
NOTES:
1. BUFFER LANDSCAPING SHALL BE IN ACCORDANCE WITH TYPE 1 LANDSCAPING

REQUIREMENTS AS SPECIFIED IN SECTION 3.2.3.A OF THE EAST GREENBUSH TOWN
CODE.

2. EVERGREEN TREES SHALL BE TC - TSUGA CANADENSIS (EASTERN HEMLOCK).
3. SHRUB SPECIES SHALL BE CP - COMPTONIA PEREGRINA (SWEET FERN).

(2) ROWS OF TC SPACED
AT 20' O.C., QUANTITY
AS REQUIRED
CP, QUANTITY AS
REQUIRED

6'H EARTH TONE VINYL STOCKADE
FENCE INSTALLED BETWEEN FIRST
ROW OF BUFFER TREES AND
ADJACENT PROPERTY LINE (TYP.)
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